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(1) Describe any facility used to test 
production-line engines and state its 
location. 

(2) State the total U.S.-directed pro-
duction volume and number of tests for 
each engine family. 

(3) Describe how you randomly se-
lected engines. 

(4) Describe each test engine, includ-
ing the engine family’s identification 
and the engine’s model year, build 
date, model number, identification 
number, and number of hours of oper-
ation before testing. Also describe how 
you developed and applied the Green 
Engine Factor, if applicable. 

(5) Identify how you accumulated 
hours of operation on the engines and 
describe the procedure and schedule 
you used. 

(6) Provide the test number; the date, 
time and duration of testing; test pro-
cedure; initial test results before and 
after rounding; final test results; and 
final deteriorated test results for all 
tests. Provide the emission results for 
all measured pollutants. Include infor-
mation for both valid and invalid tests 
and the reason for any invalidation. 

(7) Describe completely and justify 
any nonroutine adjustment, modifica-
tion, repair, preparation, maintenance, 
or test for the test engine if you did 
not report it separately under this sub-
part. Include the results of any emis-
sion measurements, regardless of the 
procedure or type of engine. 

(8) Report on each failed engine as 
described in § 1042.320. 

(9) Identify when the model year ends 
for each engine family. 

(b) We may ask you to add informa-
tion to your written report so we can 
determine whether your new engines 
conform with the requirements of this 
subpart. 

(c) An authorized representative of 
your company must sign the following 
statement: 

We submit this report under sections 
208 and 213 of the Clean Air Act. Our 
production-line testing conformed 
completely with the requirements of 40 
CFR part 1042. We have not changed 
production processes or quality-control 
procedures for test engines in a way 
that might affect emission controls. 
All the information in this report is 
true and accurate to the best of my 

knowledge. I know of the penalties for 
violating the Clean Air Act and the 
regulations. (Authorized Company Rep-
resentative) 

(d) Send electronic reports of produc-
tion-line testing to the Designated 
Compliance Officer using an approved 
information format. If you want to use 
a different format, send us a written 
request with justification for a waiver. 

(e) We will send copies of your re-
ports to anyone from the public who 
asks for them. See § 1042.915 for infor-
mation on how we treat information 
you consider confidential. 

§ 1042.350 Recordkeeping. 

(a) Organize and maintain your 
records as described in this section. We 
may review your records at any time. 

(b) Keep records of your production- 
line testing for eight years after you 
complete all the testing required for an 
engine family in a model year. You 
may use any appropriate storage for-
mats or media. 

(c) Keep a copy of the written reports 
described in § 1042.345. 

(d) Keep the following additional 
records: 

(1) A description of all test equip-
ment for each test cell that you can 
use to test production-line engines. 

(2) The names of supervisors involved 
in each test. 

(3) The name of anyone who author-
izes adjusting, repairing, preparing, or 
modifying a test engine and the names 
of all supervisors who oversee this 
work. 

(4) If you shipped the engine for test-
ing, the date you shipped it, the associ-
ated storage or port facility, and the 
date the engine arrived at the testing 
facility. 

(5) Any records related to your pro-
duction-line tests that are not in the 
written report. 

(6) A brief description of any signifi-
cant events during testing not other-
wise described in the written report or 
in this section. 

(7) Any information specified in 
§ 1042.345 that you do not include in 
your written reports. 

(e) If we ask, you must give us pro-
jected or actual production figures for 
an engine family. We may ask you to 
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divide your production figures by max-
imum engine power, displacement, fuel 
type, or assembly plant (if you produce 
engines at more than one plant). 

(f) Keep a list of engine identification 
numbers for all the engines you 
produce under each certificate of con-
formity. Give us this list within 30 days 
if we ask for it. 

(g) We may ask you to keep or send 
other information necessary to imple-
ment this subpart. 

Subpart E—In-use Testing 
§ 1042.401 General Provisions. 

We may perform in-use testing of any 
engine subject to the standards of this 
part. 

Subpart F—Test Procedures 
§ 1042.501 How do I run a valid emis-

sion test? 
(a) Use the equipment and procedures 

for compression-ignition engines in 40 
CFR part 1065 to determine whether 
Category 1 and Category 2 engines 
meet the duty-cycle emission stand-
ards in § 1042.101(a). Measure the emis-
sions of all regulated pollutants as 
specified in 40 CFR part 1065. Use the 
applicable duty cycles specified in 
§ 1042.505. 

(b) Section 1042.515 describes the sup-
plemental test procedures for evalu-
ating whether engines meet the not-to- 
exceed emission standards in 
§ 1042.101(c). 

(c) Use the fuels and lubricants speci-
fied in 40 CFR part 1065, subpart H, for 
all the testing we require in this part, 
except as specified in § 1042.515. 

(1) For service accumulation, use the 
test fuel or any commercially available 
fuel that is representative of the fuel 
that in-use engines will use. 

(2) For diesel-fueled engines, use the 
appropriate diesel fuel specified in 40 
CFR part 1065, subpart H, for emission 
testing. Unless we specify otherwise, 
the appropriate diesel test fuel is the 
ultra low-sulfur diesel fuel. If we allow 
you to use a test fuel with higher sul-
fur levels, identify the test fuel in your 
application for certification and ensure 
that the emission control information 
label is consistent with your selection 
of the test fuel (see § 1042.135(c)(11)). 

For Category 2 engines, you may ask 
to use commercially available diesel 
fuel similar but not necessarily iden-
tical to the applicable fuel specified in 
40 CFR part 1065, subpart H; we will ap-
prove your request if you show us that 
it does not affect your ability to dem-
onstrate compliance with the applica-
ble emission standards. 

(3) For Category 1 and Category 2 en-
gines that are expected to use a type of 
fuel (or mixed fuel) other than diesel 
fuel (such as natural gas, methanol, or 
residual fuel), use a commercially 
available fuel of that type for emission 
testing. If an engine is designed to op-
erate on different fuels, we may (at our 
discretion) require testing on each fuel. 
Propose test fuel specifications that 
take into account the engine design 
and the properties of commercially 
available fuels. Describe these test fuel 
specifications in the application for 
certification. 

(4) [Reserved] 
(d) You may use special or alternate 

procedures to the extent we allow them 
under 40 CFR 1065.10. 

(e) This subpart is addressed to you 
as a manufacturer, but it applies equal-
ly to anyone who does testing for you, 
and to us when we perform testing to 
determine if your engines meet emis-
sion standards. 

(f) Duty-cycle testing is limited to 
ambient temperatures of 20 to 30 °C. 
Atmospheric pressure must be between 
91.000 and 103.325 kPa, and must be 
within ±5 percent of the value recorded 
at the time of the last engine map. 
Testing may be performed with any 
ambient humidity level. Correct duty- 
cycle NOX emissions for humidity as 
specified in 40 CFR part 1065. 

§ 1042.505 Testing engines using dis-
crete-mode or ramped-modal duty 
cycles. 

This section describes how to test en-
gines under steady-state conditions. In 
some cases, we allow you to choose the 
appropriate steady-state duty cycle for 
an engine. In these cases, you must use 
the duty cycle you select in your appli-
cation for certification for all testing 
you perform for that engine family. If 
we test your engines to confirm that 
they meet emission standards, we will 
use the duty cycles you select for your 
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